Title: Method and Apparatus for Generating an Operation or Processing Load 
Inventor: Lars Oppermann Docket No. P-7608 



1/8 



Server 
110 



/ 

150 



Com. 
Link 
-151 



Client 




Portion 




-101 









Session- 1 
120 



Application 115 









Server 




Server 




Portion 




Portion 


• • 


—111 




-112 





Com. 
Link 
-152 



Client 
Portion 
-102 




Server 
Portion 
-113 



Com. 
Link 
-153 



Client 
Portion 
-103 



Test Input 
Means -105 



Client 
100 



Fig. 1 



Title: Method and Apparatus for Generating an Operation or Processing Load 
Inventor: Lars Oppermann Docket No. P-7608 



2/8 



Q START^ ) 

i 

X Access Test Input 
For Controlling An 
Application 

201 



Initialize, at a Client, a 
Plurality of Communication 
Sessions Involving the 
Application 

202 x T ~~ 



Produce The Test Input In 
Each of the Plurality of 
Communication Sessions 



203 





Fig. 2 



Title: Method and Apparatus for Generating an Operation or Processing Load 
Inventor: Lars Oppermann Docket No. P-7608 



3/8 



Server 
310 



/ 

350 



320 



306 



App 
Instance 
311A 



Server 
Portion 
-311 



Com. 
Link 
-151 



Operational Load Monitor 320 



App 
Instance 
312A 



_\ 



Server 
Portion 
-312 



Com. 
Link 
-152 



322 



321 



App 
Instance 
313A 



Server 
Portion 
-313 



Com. 
Link 
-153 




Title: Method and Apparatus for Generating an Operation or Processing Load 
Inventor: Lars Oppermann Docket No. P-7608 



4/8 



Q START J 



Initialize Client including 
^ GUI 



401a 



Establish Communication Session 

H4.p 



402 



Obtain and Xmit User 
Input Operation 
,Z 



Record User Input Operation 
As Test Input 



404 



Record Time Intervals 
Between The Individual User 
Input Operations 



f 



405 



Yes 




Client 400 



No 



c 



END 



C START ") 



Initialize Instance of 
Application /Start Thread In 
Process For Application 



401b 



Control Application Based 
On User Input Operation 



c 



403 



Server 410 



END 



3 



Fig. 4 



Title: Method and Apparatus for Generating an Operation or Processing Load 
Inventor: Lars Oppermann Docket No. P-7608 



5/8 



^ START ) 



Initialize Client including 
GUI 



501a 



+ 



Q START J 



Initialize Instance of 
Application /Start Thread In 
Process For Application 



Establish Communication Session 
-501 



Access Test Input 



502 



"7 



(Re)Produce Recorded User 
Input, Transmit Instructions 
To Server Unit 



503 





501b 



i I 

; t 



i i 
i > 



Control Application Based 
On Test Input 




505 



Client 500 



c 



Monitor Operational Load 
Behavior 



506 



END 



c 



Server 510 



END 



D 



Fig. 5 



Title: Method and Apparatus for Generating an Operation or Processing Load 
Inventor: Lars Oppermann Docket No. P-7608 



6/8 



START J 



c 



START 



X= 1- 



601 



1 



Initialize Client including 
GUI for Session X 



X = X+1 
— * 



602a 



•604 



GUI: 



Establish Comro|unication Session 



Initialize Instance of 
Application /Start Thread In 
Process For Application 
For Sessi on X x 



603 



Yes 




Access Test Input 



605 



ZTL-^606 



X=l 



(Re)Produce Recorded User 
Input, Transmit Instructions 
\ To Server Unit 



612 



X = X+ 1 



607 




608 



602b 



Control Application Based 
On Test Input 



Monitor Operational Load 
Behavior 



611 



( END ) 



Server 610/ 



Fig. 6 



Title: Method and Apparatus for Generating an Operation or Processing Load 
Inventor: Lars Oppermann Docket No. P-7608 



7/8 



701 



Q START 



Start Process For 
Generating Operational 
Load Condition 




702 



Initialize Session 



703a 



Initialize Client- 



B^rv 



Retrieve Recorded 
Test Input 



704 



Time Delay Start of Replay of. 
Recorded Test Input, Transmit 
Instructions To Server Unit 



705 




c 



START 



Initialize Instance of 
Application /Start Thread In 
Process For Application 



For Session X 



er Session 

703 



707 



7.03b 



Control Application Based 
On Test Input 



T 



Monitor Operational Load 
Behavior 



708 



( END ~) 



Server 710 / 



Fig.7 



Title: Method and Apparatus for Generating an Operation or Processing Load 
Inventor: Lars Oppermann Docket No. P-7608 



8/8 



Server 
-810 




806 

U 4 

Input Devices 



Fig. 8 



